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FIRAT URUN KATALOGU

{ PRODUCT CATALOG

"Her zaman kaliteli liretim” ve "kaliteli Griin ¢esitliligi" ilkesiyle yola
cikan FIRAT A.S., 1972 yilinda plastik insaat malzemeleri alaninda

Uretim yapmak (zere kurulmus ve kisa slirede ciddi atiimlar yaparak,
Tlrkiye'de "sektoriiniin lideri ve ihracat birincisi” olmay basarmistir.

Avrupa’'nin en bilylik 5 plastik (reticisinden biri olan FIRAT A.S., 1500
calisani ile 500.000 m2'yi bulan modern fabrikalarinda; insaat, altyapi,
tarim, otomotiv, medikal, beyaz esya gibi bircok sektdr i¢in 4500 farkl)
Uriinii entegre olarak liretmektedir.

PVC Kapi ve Pencere Sistemlari, PYC Cati Oluklari, PYC Atik Su
Borulari, Kaucuk, PE ve PVC Hortumlar, PPRC Tesisat Borulari,
HDPE Borular, LDPE Borular, PE Borular, FKS Kanalizasyon Borulari,
Tripleks Borular, Kablo Muhafaza Borulari, EPDM ve TPE Contalar,
PEX Mobil Sistem ve Zeminden Isitma Borulari, Pex Al Pex Boru ve
PPSU Ek Parcalari, gibi binlerce FIRAT driind Turkiye'nin ve diinyanin
pek ¢ok yerinde hizmet veriyor.

Istanbul Sanayi Odasi’nin 2009 yilinda yaptigi arastirmaya gére FIRAT,
Tirkiye'nin b00 buyilk sanayi kurulusu arasinda 53. sirada yer
almaktadir. FIRAT, ayni listenin 6zel sektor siralamasinda ise 48.'dir.
T.C. Maliye Bakanlii Gelir Idaresi Baskanligi 2009 yili Kurumlar Vergisi
siralamasina gore FIRAT, Tirkiye'nin en ¢ok vergi veren b1. kurulusudur.
Tiirkiye Ihracatcilar Meclisi, “Tiirkiye'nin En Cok Ihracat Yapan Ureticileri
2009" listesinde 144. sirada yer alan FIRAT, sektgriin(in ise ihracat
lideridir.
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FIRAT established in 1972 te make production in the field of plastic
construction materials FIRAT, who has always followed its principle
of "Quality Production at All Times™ and “quality product diversity”,
has managed to become "the leader of sector” as well as "the export
leader of sector™ as a result of serious enterprises.

With its plastic-based products, FIRAT makes production for varicus
sectors like construction, agriculture, automotive, medical and white
goods. It carries out its manufacturing process for these sectors in
its factories of 500.000 mzin total in Istanbul-Buyukcekmece and
Ankara-Sincan. FIRAT owns one of the five biggest manufacturing
complex of Europe

Rain Gutters and Fittings, PVYC Drinking Water and Waste Water Pipes,
PVC Borewell pipes and fittings, PVC Hose Groups, Rubber and PE Based
Hoses, PPRC Sanitary Installation Pipes and Fittings, HOPE Pipes, LDPE
Pipes, EF Fittings, PE Fittings, PE B0 Natural gas Pipes, Drainage Pipes,
Telecommunication Cable Protection Pipes, EPDM and TPE Sealing
Manufacturing, Metal Injection Production [hinge and window connection
components), PEX Mobile System and Floor Heating Pipes, Pex Al Pex
Pipe and PPSU Fittings, Drip Watering Pipes, Medical Products render
service in numerous parts of Turkey and the world.

According to the survey of Istanbul Chamber of Commerce in 2009,
FIRAT ranks as the 53st amongst the 500 big industrial establishment
of Turkey. FIRAT ranks as the 48th one in the private sector ranking.
According to the Corporate Tax Ranking of T.R. Ministry cf Finance
Revenue Administration Cepartment in 2009, FIRAT is the 51th
amongst the top tax payer companies of Turkey. FIRAT ranks as
the 144nd in list of "Leader Exporting Manufacturers of Turkey in
20097, according to Turkey Exporters Committe and is the leader
exporterin its sector.
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Kalite kontrol testleri sektdriniin en gelismis test ve analiz
laboratuvarlarinda yapilan FIRAT Urinleri, "FIRAT Kalite Givence
Onay!” ile piyasaya sunulmaktadir. Uriinlerimiz RAL, GOST, SKZ,
EMI, DVGW, TSE gibi uluslararasi kalite belgelerine, ayrica I1SO 14001,
OHSAS 18001 ve 1SO 9001 sistem belgelerine de sahiptir.

Slrekli misteri memnuniyetini saglamak i¢in tiim kaynaklarini
kullanmak, gelismek, bliyiimek ve ileri teknolojiyle kusursuzlugu ve
mikemmeligi yakalamaya ¢alismak FIRAT In hedefidir.

Urtinlerimizin; guvenilir, saglam, kolay ulasilabilir, kolay kullanilabilir,
ve satis sonrasi destek gibi nedenlerle tercih edilmesi, FIRAT In

kusursuzluk ve mikemmellik hedefinin dogal bir sonucudur.
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Following completion of all quality control tests, FIRAT products
are offered to the market with “FIRAT Quality Assurance
Confirmation”. FIRAT holds international quality certificates such
as RAL GOST, SKZ, EMI, DVGM, TSE as well as I1SO 14001, OHSAS
18001 and IS0 9001 system certificates.

To develop, grow, struggle to achieve perfection through advanced
technology and utilize all its resources in order to ensure long lasting
customer satisfaction are the objectives of FIRAT.

Due to reasons such as reliable, strong, easily accessible and easy-
to-use products and perfect aftersale support, FIRAT achieves its
target of perfection.

FIRAT Yonetim Binasi

FIRAT Headquariers Bullding
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Kalite Anlayisimiz

Kalite Testleri *
Quality Tests *

e

Yofjunluk Testi / Density

Erime Akig Hizi Testi / MA

/ PRODUCT CATALOG

Giris Kalite Kontrol

Tedarikgilerimizden lotlar halinde gelen hammadde ve yardimci
malzemelerin her lotundan “kabul rneklemesi” standardi
kapsaminda alinan numunelerin Giris Kalite Kontrol
laboratuvarlarinda; fiziksel uygunluk, kimyasal uygunluk, yogunluk,
MFI, nem, y1gin yogunlugu, viskozite, tane iriligi dagilimi, K sayisi
testlerinden gecerek, “Uretime Uygundur” onayi almasi zorunludur.

Proses Kalite Kontrol

Uretime Uygundur onayi alan hammadde ve yardimei malzemeler
ile yapilan dretim surecinde, Uretim hatlari Gzerinde Uretim aninda
ve (retimden hemen sonra alinan numuneler FIRAT
laboratuvarlarinda ulusal (TSE) ve uluslararasi [DVGW, SKZ, EN,
DIN, vb.] standart kurumlarinca belirlenen Proses Kalite Kontrol
testlerinden gegirilirler ve diizenli olarak kayit altina alinirlar. Baslica
Proses Kalite Kontrol testleri sunlardir.

¢ Darbe Dayanimi Testi (dis etkenlere karsi direng)

» Hidrostatik Basing Testi [basincli hatlarda calisacak trinler icin)
s Boyca Degisim Testi [sicaklia kars! direng)

¢ Yogunluk Testi

e Homojenlik Testi

e Erime Akis Hizi Testi

s Glcii Kontrolu

Uriinlerimizin standartlarda belirtilen kontrol sikligi ve sayisina
uygun olarak yapilan tim testlerden gecerek “Kalite Onayi” almasi
zorunludur.

Cikis-Final Kalite Kontrol

Kalite onayl alan Uriinlerimizin, ctomatik olarak yapilan ambalaj ve
paketlemeden sonra, Ambalaj ve Paket Uygunlugu, Tanimlama ve
Etiket Uygunlugu kontrollerinden gecerek “Sevkiyata Uygundur”
onayl almasi zorunludur.

Ayrica FIRAT laboratuvarlarinda yapilan kalite kontrol testleri disinda
tiim Griinlerimiz; ulusal (T.S.E] ve uluslararasi GOST (Rusya - Ukrayna
vb. test ve sertifikasyon kuruluslarinin temsilcileri tarafindan, Gretim
hatlarimizdan yilda iki defa ve duzenli sekilde alinarak kalite ve hijyen
uygunlugu testlerine tabii tutulmaktadir.

Tdm bu testlerden gecerek gerekli kalite sartlarini karsilayan
driinlerimiz, misterilerimizin kullanimina sunulmaktadir.

e
1y

Homojenlik Testi / Hom r;eity
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Our Notion of Quality

Incoming Quality Control

Samples randomly chosen from each lot of raw materials and
auxiliary materials supplied in lots by our suppliers have to pass
through Appearance Marking Compliance, Physical Compliance,
Chemical Compliance and Functional Compliance tests in GKK
Laboratories and obtain “Suitable for Production” approval.

Process Quality Control

In the production process implemented with raw materials and
auxiliary materials bearing "Suitable for Production™ approval,
samples taken on production lines during or soon after production
are passed through Process Quality Contrel tests in FIRAT laboratories
determined by national [TSE) and international [DVGW, SKZ, EN,
DIN, etc.) standard institutions and recorded regularly. Main Process
Quality Control tests are as follows:

= Impact Resistance Test

Hydrostatic Pressure Test [for products to operate in
pressurized lines)

Longitudinal Reversion Test (resistance against heat)
Density Test

* Homogeneity Test

s Melt Flow Index Test

» Control of Dimensions

Our products have to pass through all tests conducted in accordance
with the control frequency and numbers set out in the standards
and obtain “Suitable for Sale” approval.

Final Quality Control

Our products which obtained “Suitable for Sale” approval also have
to get “Suitable for Output” approval passing through Packaging
and Pack Compliance, Description and Label Compliance checks
soon after automatic packaging and wrapping processes.

In addition to the quality control tests conducted in FIRAT laboratories,
all our products are sampled from our production lines regularly
twice a year and subjected o quality and hygene tests by international
test and certification institutions such as DVGW, SKZ, SABS.

Our products which passed through all these tests and met the
required quality conditions are offered to our customers.

*HRAT, sektdrlindin en geligmig kalite, kontrol ve test laboratuvarianna sahipfir.
*FIRAT, has the state-of-art quality, control and test leboratary in the secior,
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Kalite Belgelerimiz

PRODUCT CATALOG

Our Quality Certificates
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Yesil Flex Emici-Verici
Hortumlar

Konstriiksiyon

Alt Katman: Esnek ve Yumusak PVC.

Ust Katman: Darbe Dayanimi Yiiksek PVC.

Ozellikler: ic yiizeyi diiz ve kaygandir. Bircok kimyasala
dayanimi yiksektir.

Kullanim Alanlari: Her tirll suyun ve ¢esitli kimyevi
maddelerin aktarilmasi ve emilmesiislemlerinde kullanilir.

PRODUTCT

CATALOG

Flex Green Suction-
Blowing Hoses

Construction

Inner Layer: Flexible and Soft Plasticized PVC.
Outer Layer: High Resistant PVC.

Chacteristic: Smooth inside surface. High
resistance to chemicals.

Application Areas: It is used for suction and
transportation of all kinds of water and chemical
materials.

Uriin Kod No i¢ Gap / Inside Diameter ~ Gahigma Basinci  Patlama Basinci Agirhk Ambalaj  Uzunluk
Product Code No inch mm Working Pressure Burst Pressure Weight Packing Height
7322000254Y 1" 25 6 bar 18 bar 380 g/m  Kangal/Coil 30m
7322000318Y 11/4” 32 6 bar 18 bar 520 g/m Kangal/Coil 30m
7322000381Y 11/2" 38 6 bar 15 bar 650 g¢/m  Kangal/Coil 30m
7322000508Y 2" 50 5 bar 15 bar 1.100 g/m Kangal/Coil 24m
7322000635Y 21/2" 63 5 bar 12 bar 1.330 g/m Kangal/Coil 24m
7322000762Y 3" 75 5 bar 12 bar 1.800 g/m Kangal/Coil 24m
7322001016Y 4" 100 5 bar 10 bar 3.000 g/m Kangal/Coil 24m
Cahigma Sicakhgr

Working Temperature

ST Iy

-5°C.. +60 °C

Renkler
Colors
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Sari Flex Emici-Verici
Hortumlar
Konstriiksiyon

Alt Katman: Esnek ve Yumusak PVC.
Ust Katman: Darbe Dayanimi Yiiksek PVC.

M L

E R

Ozellikler: ic yiizeyi diiz ve kaygandir. Bircok kimyasala

dayanimi ylksektir.

Kullanim Alanlari: Her tirll suyun ve ¢esitli kimyevi

maddelerin aktarilmasi ve emilmesi islemlerinde kullanilir.

/" H O S E S S Y § T

Flex Yellow Suction-
Blowing Hoses

Construction

Inner Layer: Flexible and Soft Plasticized PVC.
Outer Layer: High Resistant PVC.

Chacteristic: Smooth inside surface. High
resistance to chemicals.

Application Areas: It is used for suction and
transportation of all kinds of water and chemical
materials.

E

M S

Uriin Kod No i¢ Gap / Inside Diameter ~ Galisma Basinci  Patlama Basinci Agirhk Ambalaj  Uzunluk
Product Code No inch mm Working Pressure Burst Pressure Weight Packing Height
73230002545 1" 25 5 bar 15 bar 270 g/m  Kangal/Coil 30m
73230003188 11/4" 32 5 bar 15 bar 360 g¢/m  Kangal/Coil 30m
73230003818 11/2" 38 5 bar 15 bar 480 g/m  Kangal/Coil 30m
73230005085 2" 50 4 bar 12 bar 820 g/m  Kangal/Coil 24 m
73230006358 21/ 63 4 bar 10 bar 1.180 g¢/m  Kangal/Coil 24m
73230007628 3" 75 4 bar 10 bar 1.460 g/m  Kangal/Coil 24m
73230010165 4" 100 4 bar 10 bar 2590 g/m  Kangal/Coil 24m
Cahgma Sicakhg

Working Temperature

Renkler
Colors

[]
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Kirmizi Flex Emici-Verici
Hortumlar

Konstriiksiyon

Alt Katman: Esnek ve Yumusak PVC.

Ust Katman: Darbe Dayanimi Yiiksek PVC.

Ozellikler: ic yiizeyi diiz ve kaygandir. Bircok kimyasala
dayanimi yiksektir.

Kullanim Alanlari: Her tirll suyun ve ¢esitli kimyevi
maddelerin aktarilmasi ve emilmesiislemlerinde kullanilir.

PRODUTCT

CATALOG

Flex Red Suction-
Blowing Hoses

Construction

Inner Layer: Flexible and Soft Plasticized PVC.
Outer Layer: High Resistant PVC.

Chacteristic: Smooth inside surface. High
resistance to chemicals.

Application Areas: It is used for suction and
transportation of all kinds of water and chemical
materials.

Uriin Kad No i¢ Gap / Inside Diameter ~ Galigma Basinci  Patlama Basinci Agirhk Ambalaj  Uzunluk
Product Code No inch mm Working Pressure Burst Pressure Weight Packing Height
7324000254K 1" 25 4 bar 12 bar 250 g¢/m  Kangal/Coil 30m
7324000318K 11/4" 32 4 bar 12 bar 300g/m  Kangal/Coil 30m
7324000381K 11/2" 38 4 bar 12 bar 460 g¢/m  Kangal/Coil 30m
7324000508K 2 50 4 bar 10 bar 720g/m  Kangal/Coil 24 m
7324000635K 21/2" 63 4 bar 10 bar 1.080 g/m  Kangal/Coil 24m
7324000762K 3" 75 4 bar 10 bar 1.300 g¢/m  Kangal/Coil 24 m
7324001016K 4" 100 4 bar 10 bar 2250 g/m  Kangal/Coil 24 m
CGahigma Sicakhg

Working Temperature

Renkler
Colors
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Flex Seffaf Su Transparent Water
Hortumlari Hoses

Konstriiksiyon Construction

Alt Katman: Esnek ve Yumusak PVC. Inner Layer: Flexible and Soft Plasticized PVC.

Ust Katman: Darbe Dayanimi Yiiksek PVC. Outer Layer: High Resistant PVC.

Ozellikler: Yumusak PVC kismi sayesinde bikiilebilme, Chacteristic: It has bending feature with soft

ust katman sayesinde ise yiiksek darbe dayanimi PVC part and has high impact strength with outer
ozelliklerine sahiptir. layer.

Kullanim Alanlari: Lavabo, sifon altlarinda ve muhtelif Application Areas: It is used for suction and

yerlerde her tiirlii suyun aktarilmasi ve tahliye islemlerinde transportation and discharge of water from

kullanilir. washbasin, siphon etc.

Uriin Kod No i¢ Gap / Inside Diameter ~ Patlama Basinci Agirhk Ambalaj  Uzunluk
Product Code No inch mm Burst Pressure Weight Packing Height
7321000191 3/4” 19 min. 6 bar 130 g¢/m Kangal/Coil 50 m
7321000254 1" 25 min. 6 bar 200 g/m Kangal/Coil 50 m
7321000290 11/7" 29 min. 6 bar 220 g/m Kangal/Coil 50m
7321000318 11/4" 32 min. 6 bar 240 g/m Kangal/Coil 50m
7321000381 11/2" 38 min. 6 bar 300g/m  Kangal/Coil 50 m
Galigma Sicakhj

Working Temperature

-5 °C.. +60 °C

Renkler
Colors

]
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Toz-Hava Flex Emici
Hortumlar

Konstriiksiyon

Alt Katman: Esnek ve Yumusak PVC.

Ust Katman: Darbe Dayanimi Yiiksek PVC.

Ozellikler: ic ylizeyi diiz ve kaygandir. Darbe dayanimi
ylksektir.

Kullanim Alanlari: Sanayi, ev, insaat ve muhtelif yerlerde
her tirll toz, duman ve havanin emilerek tahliye
edilmesinde kullanilir.

PRODUTCT

CATALOG

Flex Dust Air Hoses

Construction

Inner Layer: Flexible and Soft Plasticized PVC.
Outer Layer: High Resistant PVC.

Chacteristic: Inner layer is smooth and slippery.
High impact resistant.

Application Areas: It used for discharging of dust,
smoke and air from industrial buildings,
constructions, houses etc.

Uriin Kod No i¢ Gap / Inside Diameter Agrhk  Ambalaj Uzunluk
Product Code No inch mm Weight Packing Height
7325001016 4" 100 960 g¢/m Kangal/Coil 24 m
Cahisma Sicakhd

Working Temperature

-

-5°C.. +60 °C

Renkler
Colors

[ ]
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Seffaf Hortumlar Transparent Hoses
[Siiper Ekstra) (Super Extra)

Konstriiksiyon Construction

Alt Katman: Esnek ve Seffaf PVC. Inner Layer: Flexible and Soft Plasticized PVC.
Ozellikler: Dizgiin i¢ ve dis ylzeye, yiksek esneklik Chacteristic: It has high flexibility with smooth
ozelligine sahiptir. inner and outer layer.

Kullanim Alanlari: Basincsiz su, hava ve cesitli sivilarin Application Areas: It is used for transportation
aktarilmasi ve tahliye islerinde kullanildigi gibi, seviye and discharge of unpressurized water, air and
gostergelerinde de kullanilabilir. various liquids. It is also used for level indicator.

Uriin Kod No i¢ Cap / Inside Diameter ~ Agirhk  Ambalaj Uzunluk
Product Code No inch mm Weight Packing Height
7301000127 1/2" 12,5 125 g/m  Kangal/Coil 100 m
7301000159 5/8" 16 165 g/m  Kangal/Coil 100 m
7301000191 3/4” 19 210 g/m  Kangal/Coil 100 m
7301000254 1" 25 290 g¢/m  Kangal/Coil 50 m
7301000318 11/4" 32 360 g/m  Kangal/Coil 50 m
7301000381 11/2" 38 540 g¢/m  Kangal/Coil 50 m
7301000508 2" 50 810 g/m  Kangal/Coil 50 m
Calisma Sicaklig

Working Temperature

R

-5 °C.. +60 °C

Renkler

Colors

]

15



FIRAT UORUN KATALOGU / PRODUCT CATALOG

Seffaf Hortumlar
(Milimetrik)

Konstriiksiyon

Alt Katman: Esnek ve Seffaf PVC.

Ozellikler: Diizgiin ic ve dis ylizeye, yiiksek esneklik
dzelligine sahiptir.

Kullanim Alanlari: Basincsiz su, hava ve cesitli sivilarin
aktarilmasi ve tahliye islerinde kullanildigi gibi, seviye

gostergelerinde de kullanilabilir.

Transparent Hoses

(Milimetric]

Construction

Inner Layer: Flexible and Soft Plasticized PVC.
Chacteristic: It has high flexibility with smooth

inner and outer layer.

Application Areas: It is used for transportation

and discharge of unpressurized water, air and

various liquids. It is also used for level indicator.

Uriin Kod No i¢ Cap / Inside Diameter ~ Agirhk  Ambalaj Uzunluk
Product Code No mm Weight Packing Height
7301000040 4 20 g¢/m  Kangal/Coil 100 m
7301000050 5 25 g/m  Kangal/Coil 100 m
7301000060 6 30 g/m  Kangal/Coil 100 m
7301000080 8 40 g/m  Kangal/Coil 100 m
7301000100 10 50 g/m Kangal/Coil 100 m
Cahisma Sicakh

Working Temperature

B

-5 °C.. +60 °C

Renkler

Colors

]
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Seffaf Otomotiv Automative Industrial
Sanayi Hortumlari Transparent Hoses
Konstriiksiyon Construction
Alt Katman: Esnek ve Seffaf PVC. Inner Layer: Flexible and Soft Plasticized PVC.
Kullanim Alanlari: Otomotiv sanayinde kullanilir. Application Areas: It is used for automotive

industry.
Uriin Kod No i¢ Cap / Inside Diameter Dig Gap (@ mm)  Agwhk Ambalaj Uzunluk
Product Code No mm Outside Diameter ~ Weight  Packing Height
7302004008 4 8 45g/m Kangal/Coil 100 m
7302005009 5 9 55 g/m Kangal/Coil 100 m
7302006010 6 10 66 g/m Kangal/Coil 100 m
7302007012 7 12 85g/m Kangal/Coil 100 m
7302008013 8 13 95g/m Kangal/Coil 100 m
7302008014 9 14 115 g/m  Kangal/Coil 100 m
7302010016 10 16 150 g/m  Kangal/Coil 100 m

Calisma Sicakh
Working Temperature

Renkler
Colors

]
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Orgiilii Soft
Hortumlar

Konstriiksiyon

Alt Katman: Esnek ve Seffaf PVC.

Takviye: Mukavemetli Tekstil Takviye.

Ust Katman: Renkli Seffaf ve Dayanimi Yiiksek PVC.
Ozellikleri: Esneklik ozelligi yuksektir. Capraz dokunmus
tekstil takviyesi sayesinde yliksek performans gosterir.
Kullanim Alanlari: Her tirld sulama islerinde kullanilir,
(Bahce, insaat, tarla vb.)

PRODUTCT

CATALOG

Threaded Fabricated
Soft Hoses

Construction

Inner Layer: Flexible and Soft Plasticized PVC.
Reinforcement: Strength Textile Support.
Outer Layer: Colored Transparent and Long
Lasting PVC.

Chacteristic: It has high performance with cross
weaved textile support and high flexibility.
Application Areas: It is used for irrigation.
(garden, field, buildings etc.)

Uriin Kod No i¢ Cap / Inside Diameter
Product Code No inch mm

Caligma Basinci  Patlama Basinei  Agirhk  Ambalaj Uzunluk
Working Pressure

Burst Pressure Weight Packing Height

7408200001 1/2" 12,5

4 bar 10 bar 130 g¢/m  Kangal/Coil 100 m

Cahisma Sicakhg
Working Temperature

@ =
-5 °C.. +60 °C

Renkler
Colors

R BB B
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H O R T UM S i S TEMTULTERI / H O S E S S Yy § T E M 8§

Orgiilii Seffaf Threaded Fabricated

Hortumlar Transparent Hoses
Konstriiksiyon Construction

Alt Katman: Esnek ve Seffaf PVC. Inner Layer: Flexible and Soft Plasticized PVC.
Takviye: Mukavemetli Tekstil Takviye. Reinforcement: Strength Textile Support.

Ust Katman: Renkli Seffaf ve Dayanimi Yiiksek PVC. Outer Layer: Colored Transparent and Long
Ozellikleri: Esneklik ozelligi yliksektir. Capraz dokunmus Lasting PVC.

tekstil takviyesi sayesinde yliksek performans gosterirler. Chacteristic: It has high performance with cross
Kullanim Alanlari: Her tirli sulama islerinde kullanilir. weaved textile support and high flexibility.
(Bahce, insaat, tarla vb.) Application Areas: It is used for irrigation. (garden,

field, buildings etc.)

Uriin Kod No ic Cap / Inside Diameter ~ Galigma Basinci  Patlama Basinct  Agirhik  Ambalaj  Uzunluk
Product Code No inch mm Working Pressure Burst Pressure Weight Packing Height
7351000127 1/2" 12,5 4 bar 10 bar 130 g¢/m  Kangal/Coil 100 m
7351000159 5/8" 16 4 bar 10 bar 160 g¢/m  Kangal/Coil 100 m
7351000191 3/4” 19 4 bar 10 bar 230 g/m  Kangal/Coil 100 m
7351000254 1" 25 4 bar 10 bar 340 g¢/m  Kangal/Coil 50 m
7351000318 11/4” 32 4 bar 10 bar 500 g/m  Kangal/Coil 50 m

Calisma Sicakhgr
Working Temperature

@= =
-5 °C.. +60 °C

Renkler
Colors

HpEE B B B
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FIRAT URUN KATALOGU /

Soft Hortumlar

Konstriiksiyon

Alt Katman: Renkli Seffaf PVC.

Ozellikleri: Hava sartlarina ve asinmalara dayaniklidir.
Yiksek esneklik 6zelligine sahiptir.

Kullanim Alanlari: Her tirli sulama islerinde kullanilir.

(Bahce, tarla, insaat vb.)

PRODUCT CATALOG

Soft Hoses

Construction

Inner Layer: Flexible and Soft Plasticized PVC.
Chacteristic: It is lasting to different weather
conditions and abrasion. It has high flexibility.
Application Areas: It is used for irrigation.
(garden, field, buildings etc.)

Uriin Kod No i¢ Cap / Inside Diameter ~ Galigma Basinci  Patlama Basinci  Agirik  Ambalaj  Uzunluk
Product Code No inch mm Working Pressure Burst Pressure Weight Packing Height
7408000001 1/2" 12,5 4 bar 10 bar 160 g¢/m  Kangal/Coil 100 m
7408000002 5/8" 16 4 bar 10 bar 240 g/m  Kangal/Coil 100 m
7408000003 3/4” 19 4 bar 10 bar 320 g¢/m  Kangal/Coil 100 m
7408000004 1" 25 4 bar 10 bar 580 g¢/m  Kangal/Coil 50 m
7408000005 11/4” 32 4 bar 10 bar 815g/m  Kangal/Coil 50 m
Calisma Sicakhgr

Working Temperature

@

-5 °C.. +60 °C

Renkler

Colors

/A EEE



H O R T UM S i S TEMILER

Renkli Bahce
Hortumlari (Seffaf)

Konstriiksiyon

Alt Katman: Renkli Seffaf PVC.

Ozellikleri: Hava sartlarina ve asinmalara dayaniklidir.
Yiksek esneklik 6zelligine sahiptir.

Kullanim Alanlari: Her tirlt sulama islerinde kullanilir.
(Bahge, tarla, insaat vb.)

/" H O S E S S Yy § T E M 8§

Garden Hoses
(Transparent)

Construction

Inner Layer: Flexible and Soft Plasticized PVC.
Chacteristic: It is lasting to different weather
conditions and abrasion. It has high flexibility.
Application Areas: It is used for irrigation.
(garden, field, buildings etc.)

Uriin Kod No i¢ Cap / Inside Diameter Ak  Ambalaj Uzunluk
Product Code No inch mm Weight Packing Height
7304000127 1/2” 12,5 100 g¢/m  Kangal/Coil 100 m
7304000159 5/8" 16 130 g/m  Kangal/Coil 100 m
7304000191 3/4” 19 230 g/m  Kangal/Coil 100 m
7304000254 1” 25 320 g/m Kangal/Coil 50 m
Calisma Sicakhgi

Working Temperature

@=r =

-5 °C.. +60 °C

Renkler

Colors

EEEN




FIRAT URUN KATALOGU 7/

New Garden Hortumlar

Konstriiksiyon

Alt Katman: Esnek ve Renkli PVC.

Takviye: Mukavemetli Tekstil Takviye.

Ust Katman: Renkli Seffaf ve Dayanimi Yiiksek PVC.
Ozellikleri: Esneklik 6zelligi yliksektir. Capraz dokunmus
tekstil takviyesi sayesinde yliksek performans gosterir.
Kullanim Alanlari: Her tirli sulama islerinde kullanilir.
(Bahce, tarla, insaat vb.)

PRODUCT

CATALOG

New Garden Hoses

Construction

Inner Layer: Flexible and Soft Plasticized PVC.
Reinforcement: Strength Textile Support.

Outer Layer: Colored Transparent and Long Lasting PVC.
Chacteristic: It has high performance with cross weaved
textile support and high flexibility.

Application Areas: It is used for irrigation. (garden, field,
buildings etc.]

Uriin Kod No i¢ Cap / Inside Diameter Galigma Basinci  Patlama Basinei  Agirhlk  Ambalaj Uzunluk
Product Code No inch mm Working Pressure Burst Pressure Weight Packing Height
7354000127 1/2" 12,5 4 bar 10 bar 110 g¢/m Kangal/Coil 100 m
7354000159 5/8” 16 4 bar 10 bar 140 g¢/m Kangal/Coil 100 m
7354000191 3/4” 19 4 bar 10 bar 185 g/m Kangal/Coil 100 m
7354000254 1" 25 4 bar 10 bar 300 g¢/m  Kangal/Coil 50 m
7354000318 11/4” 32 4 bar 10 bar 450 g/m  Kangal/Coil 50 m
CGalisma Sicakhdn

Working Temperature

W
-5 °C.. +60 °C

Renkler
Colors

HE B




H O R T UM S i S TEMLE

Meteor Bahce
Hortumlari

Konstriksiyon

Alt Katman: Termo-Kaucuk Karisim [PVC+NBR].
Takviye: Mukavemetli Tekstil Takviye.

Ust Katman: Renkli Seffaf ve Dayanimi Yiiksek PVC.
Ozellikleri: Esneklik ozelligi yiiksektir. Capraz dokunmus
tekstil takviyesi sayesinde yiksek performans gosterir.
Kullanim Alanlari: Her turld sulama islerinde kullanilir.
(Bahge, tarla, insaat vb.)

R i /

H O S§ E S

S Y S T

Meteor Garden
Hoses

Construction
Inner Layer: Thermo-Rubber Mixture [PVC + NBRJ.
Reinforcement: Strength Textile Support.

E

M S

Outer Layer: Colored Transparent and Long Lasting PVC.

Chacteristic: It has high performance with cross weaved

textile support and high flexibility.

Application Areas: It is used for irrigation. (garden, field,

buildings etc.)

Uriin Kod No ic Cap / Inside Diameter ~ Galigma Basiner  Patlama Basinci  Agirhk  Ambalaj Uzunluk
Product Code No inch mm Working Pressure Burst Pressure Weight Packing Height
7420000127 1/2" 12,5 4 bar 10 bar 105 g/m  Kangal/Coil 100 m
7420000159 5/8" 16 4 bar 10 bar 130 g¢/m  Kangal/Coil 100 m
7420000191 3/4" 19 4 bar 10 bar 170 g/m  Kangal/Coil 100 m
7420000254 1" 25 4 bar 10 bar 280 g¢/m  Kangal/Coil 50 m

Caligma Sicakhi
Working Temperature

@@=
-5 °C.. +60 °C

Renkler
Colors




FIRAT URUN KATALOGU /

Camasir ve Bulasik
Makinesi Su Giris
Hortumlari

Konstriiksiyon

Alt Katman: Thermo-Kaucuk Karisim [PVC+NBR).
Takviye: Yiksek Mukavemetli Tekstil Takviye.

Ust Katman: Thermo Kauguk Karisim (PVC+NBR).
Ozellikleri: Soguk su ve sicak su giris hortumu olarak iki
tiptir. Soguk su giris hortumlarinin ¢calisma sicakligi
maksimum 25°C, sicak su giris hortumlarinin ise
maksimum 90° C’ dir.

Kullamim Alanlari: Camasir ve bulasik makinelerinin
sebeke suyu baglantilarinda kullanilir.

PRODUCT

CATALOG

Washing Machine Inlet
Hoses

Construction

Inner Layer: Thermo-Rubber Mixture (PVC + NBR).
Reinforcement: High Strength Textile Support.
Outer Layer: Thermo-Rubber Mixture [PVC + NBR).
Chacteristic: There are hot and cold water inlet
hoses. Working temperature of inlet cold water hose
is 25°C and maximum working temperature of inlet
hot water hose is 90°C.

Application Areas: It is used for clean water
connections of washing and dishing machines.

Uriin Kod No qu(}ap / Inside Diameter Dig Gap (8 mm) Galgma Basinci  Patlama Basmnci  Uzunluk
Praduct Code No mm Outside Diameter Working Pressure  Bombing Pressure  Height
7400100150 10 17 10 bar min.s0 bar 1,5m
7400100200 10 17 10 bar min.60 bar 2m
7400100250 10 17 10 bar min.60 bar 25m
7400100300 10 17 10 bar min.60 bar 3m
7400100400 10 17 10 bar min.60 bar 4m
7400100500 10 17 10 bar min.60 bar 5m

* Su girig hortumlar; sizdirmazlik testleri dahil tim bilegenleri, tam otomatik hatlarda el degmeden Uretilmektedirler.
* Water inlet hoses are produced in full automotion line with % 100 leakproofing and pressure control.

Gahsma Sicakhi
Working Temperature

=5 °C.. +60 °C
Standartlar
Standarts

DIN EN 61770
[ |

Renkler
Colors

[
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H O R T UM S i S TEMTLER

Camasir ve Bulasik
Makinesi Su Tahliye
Hortumlari

Konstriiksiyon
Kullanim Alanlari: Camasir ve bulasik makinelerinde
suyun tahliye edilmesinde kullanilir.

/" H O S E S S Yy § T E M 8§

Washing Machine
Outlet Hoses

Construction
Application Areas: It is used for clean water
connections of washing and dishing machines.

Uriin Kod No i¢ Cap / Inside Diameter ~ Dig Gap (¢ mm) Agirhik Ambalaj Uzunluk
Product Code No mm Outside Diameter Weight Packing Height
7409117503 19,5 24 90+12.5 g¢/m Kangal/Coil 1.5m
7409117504 19,5 24 120+12.5 g/m Kangal/Coil 2m
7409117505 19,5 24 150+12.5 g¢/m Kangal/Coil 25m
7409117506 19.5 24 180+12.5 g¢/m Kangal/Coil 3m

Calisma Sicakhgi
Working Temperature

@=r =
-20°C.. +95 °C

Renkler
Colors

[]




FIRAT URUN KATALOGU / PRODUCT CATALOG

Klima Hortumlari

Konstriiksiyon
Alt Katman: Esnek ve Yumusak PVC.
Ust Katman: Darbe Dayanimi Yiiksek PVC.

Ozellikleri: Yumusak PVC kismi sayesinde biikilebilme,

Ust katman sayesinde ise yliksek darbe dayanimi
ozelliklerine sahiptir.

Kullanim Alanlari: Klimalarda tahliye hortumu olarak
kullanilir.

Air Conditioner Hoses

Construction

Inner Layer: Flexible and Soft Plasticized PVC.

Outer Layer: High Resistant PVC.

Chacteristic: It has bending feature with soft PVC part
and has high impact strength with outer layer.
Application Areas: It is used for discharging water from
air conditioning systems.

n Kod No ic Cap / Inside Diameter irh mbalaj zunlu
Uriin Kod N I¢ Gap / Inside D Agirhik  Ambal Uzunluk
Product Code No inch mm Weight  Packing Height
7404000127 5/8” 16 120 g¢/m  Kangal/Coil 30 m
Calhisma Sicakhdi

Working Temperature

Renkler
Colors

[]

S ] L




H O RTUM $ i S TEMULERI / H O S E S S Y § TE M S

Gaz Hortumlar Gas Hoses

Konstriiksiyon Construction

Alt Katman: Esnek Ozel Karisim PVC. Inner Layer: Flexible and Special Mixture PVC.
Ozellikleri: Asinmaya, ozona ve her tiirlii hava sartlarina Chacteristic: It is resistant to abrasion, ozone
dayaniklidir. Yiiksek esneklik dzelligine sahiptir. and different weather conditions. It has high
Kullanim Alanlari: Ev ve mutfaklardaki tim LPG flexibility.

baglantilarinda kullanilir. Application Areas: It is used for gas connections

in houses especially in the kitchens.

Uriin Kod No i¢ Gap / Inside Diameter Dig Gap (¢ mm)  Patlama Basinci  Agirhk  Ambalaj Uzunluk
Product Code No mm Outside Diameter Burst Pressure Weight  Packing Height
730708000 8 14 min. 3,5 bar 140 g/m  Kangal/Coil 50 m
730710000 10 16 min. 3,5 bar 160 g/m  Kangal/Coil 50 m

Cahigma Sicakhgr
Working Temperature

-5°C.. +60 °C

Standartlar
Standarts

TS 1846 @

Renkler
Colors

'
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FIRAT UORUN KATALOGU / PRODUCT CATALOG

Orgulu Gaz Hortumlari Gas Hoses

(Threaded])
Konstriiksiyon Construction
Alt Katman: Thermo-Kaucuk Karisim (PVC+NBR). Inner Layer: Thermo-Rubber Mixture (PVC + NBR).
Takviye: Mukavemetli Tekstil Takviye. Reinforcement: Strength Textile Support.
Ust Katman: Renkli Seffaf ve Dayanimi Yiiksek PVC. Outer Layer: Colored Transparent and Long Lasting PVC.
Ozellikleri: Yiiksek esneklik ézelligine sahiptir. Chacteristic: It has high flexibility.
Kullanim Alanlari: Ev ve mutfaklardaki tim gaz Application Areas: It is used for gas connections in houses
baglantilarinda kullanilir. especially in the kitchens.
Uriin Kod No ic Gap / Inside Diameter Dig Gap (@ mm) Patlama Basinci  Agirhk  Ambalaj Uzunluk
Product Code No mm Outside Diameter Burst Pressure Weight  Packing Height
7357000080 8 14 min. 3,5 bar 140 g/m  Kangal/Coil 50 m
7357000100 10 16 min. 3,5 bar 160 g/m Kangal/Coill 50 m
Cahsma Sicakhgs
Working Temperature /

:

-5 °C.. +60 °C
Renkler
Colors

[y




H O RTUM s i S TEMULTER RTIiI / H O S E S S Y S TE M 8

Thermo Bezli Hortumlar Thermorubber Water

Hoses
Konstriiksiyon Construction
Alt Katman: Thermo-Kaucuk Karisim (PVC+NBR). Inner Layer: Thermo-Rubber Mixture (PVC + NBR).
Takviye: Mukavemetli Tekstil Takviye. Reinforcement: Strength Textile Support.
Ust Katman: Thermo-Kaucuk Karisim (PVC+NBR). Outer Layer: Thermo-Rubber Mixture (PVC + NBR).
Ozellikleri: Yiiksek esneklik 6zelligine ve siyah thermo Chacteristic: It has UV strength because of black-thermo
karisimi sayesinde UV dayanimina sahiptir. mixture and high flexibility.
Kullanim Alanlari: Her tirll sulama islerinde kullanilir. Application Areas: It is used for irrigation.
Uriin Kod No i¢ Gap / Inside Diameter Gahgma Basinci  Patlama Basinci  Agirhk  Ambalaj Uzunluk
Product Code No inch mm Working Pressure Burst Pressure Weight Packing Height
7401000127 1/2” 12,5 6 bar 18 bar 160 g¢/m  Kangal/Coil 100 m
7401000159 5/8" 16 6 bar 18 bar 190 g¢/m  Kangal/Coil 100 m
7401000191 3/4" 19 6 bar 18 bar 280 g/m  Kangal/Coil 100 m
7401000254 1" 25 6 bar 18 bar 400 g/m  Kangal/Coil 50 m
7401000318 11/4” 32 6 bar 18 bar 600 g/m  Kangal/Coil 50 m

Galisma Sicakh
Working Temperature

=

-5 °C.. +60 °C

Renkler
Colors




FIRAT URUN KATALOGU / PRODUCT CATALOG

Sanayi Hortumlari Thermorubber
(Oksijen-Asetilen Oxygen Hoses
Kaynak Hortumlari)

Konstriiksiyon Construction

Alt Katman: Thermo-Kauguk Karisim (PVC+NBR]. Inner Layer: Thermo-Rubber Mixture (PVC + NBR].
Takviye: Yiksek Mukavemetli Tekstil Takviye. Reinforcement: High Strength Textile Support.

Ust Katman: Thermo-Kaucuk Karisim (PVC+NBR). Outer Layer: Thermo-Rubber Mixture (PVC + NBR].
Ozellikleri: Yiksek esneklik 6zelligine sahiptir. Chacteristic: It has high flexibility.

Kullanim Alanlari: Oksijen-Asetilen kaynak islerinde Application Areas: It is used for oxygen-acetylene
kullanilir. welding.

Uriin Kod No i¢ Gap / Inside Diameter Dig Gap (2 mm) GCaligma Basinci  Patlama Basinci  Agirhk  Ambalaj Uzunluk

Product Code No mm Outside Diameter Working Pressure Burst Pressure Weight Packing Height
7402000060 6 13 20 bar min.50 bar 150 g¢/m  Kangal/Coil 100 m
7402000080 8 15 20 bar min.50 bar 200 g/m Kangal/Coil 100 m
7402000100 10 17 20 bar min.50 bar 210g/m  Kangal/Coil 100 m

Cahigma Sicakhgn
Working Temperature

-5°C.. +60 °C

Renkler
Colors




H O RT UM $ i S TEMULERI / H O S E S S Y § T E M §

Orta Tip Sanayi Thermorubber
Hortumlari Compressor Hoses
(Kompresor Hortumlari)

Konstriiksiyon Construction

Alt Katman: Thermo-Kaucuk Karisim (PVC+NBR). Inner Layer: Thermo-Rubber Mixture (PVC + NBR).
Takviye: Yiksek Mukavemetli Tekstil Takviye. Reinforcement: High Strength Textile Support.

Ust Katman: Thermo-Kaucuk Karisim (PVC+NBR). Outer Layer: Thermo-Rubber Mixture (PVC + NBR).
Ozellikleri: Yiksek esneklik 6zelligine ve siyah thermo Chacteristic: It has UV strength because of black-thermo
karisimi sayesinde UV dayanimina sahiptir. mixture and high flexibility.

Kullanim Alanlari: Her tirlli sanayi islerinde basingli Application Areas: It is used for high pressure spraying.
havanin iletilmesinde kullanilir. (all industry etc.)

Uriin Kod No i¢ Gap / Inside Diameter Dig Gap (@ mm) Calisma Basinci  Patlama Basinci  Agirchk  Ambalaj  Uzunluk

Product Code No inch mm Outside Diameter Working Pressure Burst Pressure Weight Packing Height
7404000127 1/2" 12,5 21 20 bar min. 50 bar 290 g¢/m Kangal/Coil 100 m
7404000159 5/8” 16 24 20 bar min. 50 bar 360 g/m Kangal/Coil 100 m
7404000191 3/4” 19 28 20 bar min. 50 bar 500 g/m Kangal/Coil 100 m

Cahigma Sicakhg
Working Temperature

-5°C.. +60 °C

Renkler
Colors




FIRAT URUN KATALOGU / PRODUCT CATALOG

Agir Tip Sanayi Thermorubber
Hortumlari Pulvarization Hoses
(Pulvalizator Hortumlari)

Konstriiksiyon Construction

Alt Katman: Thermo-Kauguk Karisim (PVC+NBR). Inner Layer: Thermo-Rubber Mixture (PVC + NBR).
Takviye 1: Yiiksek Mukavemetli Tekstil Takviye. Reinforcement 1: High Strength Textile Support.

Orta Katman: Renkli Seffaf ve Dayanimi Yiiksek PVC. Middle Layer: Colored Transparent and Long Lasting Pvc.
Takviye 2: Yiiksek Mukavemetli Tekstil Takviye. Reinforcement 2: High Strength Textile Support.

Ust Katman: Renkli Seffaf ve Dayanimi Yiksek PVC Outer Layer: Colored Transparent and Long Lasting Pvc.
Ozellikleri: Yiiksek basing mukavemetine sahiptir. Chacteristic: It has high strength of pressure.
Kullanim Alanlari: Her tirll yiksek basing gerektiren Application Areas: It is used for high pressure spraying.
puskirtme islerinde kullanilir. (tarimsal ilaglama, agir (agricultural disinfection, heavy industry etc.)

sanayi vb.)

Uriin Kod No i¢ Cap / Inside Diameter Dig Gap (3 mm) Galisma Basinc:  Patlama Basinci  Agirhk  Ambalaj Uzunluk

Product Code No mm Outside Diameter Working Pressure Burst Pressure Weight Packing Height
7405000081 8 15 80 bar min.200 bar 195 g/m  Kangal/Coil 100 m
7405000090 9 16 80 bar min.200 bar 210g/m  Kangal/Coil 100 m
7405000100 10 19 80 bar min.200 bar 250 g/m  Kangal/Coil 100 m
7405000120 12,5 23 50 bar min.120 bar 420 g/m  Kangal/Coil 100 m
Cahigma Sicakhgn

Working Temperature

Renkler
Colors




H O RT UM S i S T E ML E

Yangin Hortumlari

Konstriiksiyon

Alt Katman: Thermo-Kaucuk Karisim (PVC+NBR).
Takviye: Yiksek Mukavemetli Tekstil Takviye.

Ust Katman: Thermo-Kaucuk Karisim (PVC+NBR).
Ozellikleri: Darbelere ve asinmaya dayanikli olup, yliksek
esneklik dzelligine sahiptir.

Kullanim Alanlari: Binalarda (is yerleri, fabrikalar, atélyeler
vb. yerlerde) yangin dolaplari icerisinde yangin sondiirme

amacli kullanilir.

/" H O S E S S Yy s T E M 8§

Fire Hoses

Construction

Inner Layer: Thermo-Rubber Mixture (PVC + NBR).
Reinforcement: High Strength Textile Support.

Outer Layer: Colored Transparent and Long Lasting PVC.
Chacteristic: It has high flexibility and is lasting to wear
and outside impacts.

Application Areas: It is used for extinguishing out of the
fire. (Office, factory, workshop etc.)

Uriin Kod No i¢ Cap / Inside Diameter Dig Gap (@ mm) GCaligma Basinci  Patlama Basinci  Agiwhk  Ambalaj Uzunluk
Product Code No inch mm Outside Diameter Working Pressure Burst Pressure Weight  Packing Height
7406000254 1" 25 33 12 bar min. 42 bar 500 g¢/m Kangal/Coil 19, 20, 25

Calisma Sicakhgn
Working Temperature

O
-5 °C.. +60 °C

Standartlar
Standarts

TS EN 694 @

Renkler
Colors

30,60 m

33



FIRAT URUN KATALOGU /

Hava Hortumu
(Yangin Tipi Hortumu)

Konstriiksiyon

Alt Katman: Thermo-Kauguk Karisim [PYC+NBR).
Takviye: Yiksek Mukavemetli Tekstil Takviye.

Ust Katman: Thermo-Kaucuk Karisim [PYC+NBR).
Ozellikleri: Yiiksek esneklik dzelligine ve siyah thermo
karisimi sayesine UV dayanimina sahiptir.

Kullanim Alanlari: Yangin s6ndiirme tiiplerinde kullanilir.
Ayrica sanayide genel amagli basingli hava hortumu olarak

PRODUCT

CATALOG

Air Hoses

Construction

Inner Layer: Thermo-Rubber Mixture [PVC + NBR).
Reinforcement: High Strength Textile Support.

Outer Layer: Thermo-Rubber Mixture [PVC + NBR].
Chacteristic: It has UV strength because of black-thermo
mixture and high flexibility.

Application Areas: It is used for fire extinguisher. It is
also used for pressurized air hose at industry.

kullanilir.

Oriin Kod No !9icap / Inside Diameter Dhg Gap (@ mm) Gahgma Basnc:  Patlama Basine:  Afirthk  Ambalaj Uzunluk
Product Coda No inch mm Outside Diameter Working Pressure Burst Pressure Weight Packing Height
T406000125 i/ 12,5 21 10 bar min.40 bar 280 g/m  Kangal/Coll 100 m
7406000150 5/8" 16 24 10 bar min.40 bar 400 g/m  Kangel/Coil 100 m
GCahsma Sicakhi

Working Temperature

=10 °C.. +60 °C
Standartiar
Standarts

TS 6098 EN ISO 5774

<>

Renkler
Colors

34




H ORTUM s i S T EmMULERTI + HOSTE S S Y S T

Hortumlarda dikkat edilmesi gereken konular

e Kangal halinde ambalajlanan hortumlarin, yere yatay ve herhangi bir sekil bozukluguna neden
olmayacak sekilde diizenli olarak istiflenmesi gerekmektedir.

® Depo alanindaki sicakligin 10-30 °C arasinda olmasina 6zen gosterilmelidir.

s Disiik sicaklikta bekletilen hartumlar kullanim éncesi nermal ortam sicakligina getirilmelidir.
(Dustuk sicaklik hortumu sertlestirerek kirilgan bir yapiya getirecektir.]

e Hortumlar teknik kataloglarda verilen calisma basinci degerlerinden daha yiiksek basin¢ degerinde
kullanilmamalidir.

e Hortumlar kullanilirken kesici, delici darbelerden kerunmalidir.

Do’s and Don’ts in hoses

» Hoses which are in coil shape, should be stored horizontally and properly in order to avoid physical
damages on the structure.

¢ The temperature should be between 10-30 °C in store area.

» Hoses should be allowed to reach normal environmental temperature before usage.
(Below 0 °C, hoses become stiff).

» Hoses should not be used at higher working temperatures and working pressures that was
specified at technical catologue.

» Hoses should be avoided from stroke.

E
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Almanya
Arnavutluk
Azerbaycan
Bahreyn
Belcika
Beyaz Rusya
Birlesik Arap Emirlikleri
Bosna
Bulgaristan
Cezayir

Cin
Ermenistan
Fas

Filistin
Gambiya
Guney Afrika
Gurcistan
Hirvatistan
Hindistan
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Irak
ingiltere
iran
Ispanya

| svec
italya
K.K.T.C
Karada
Katar
Kazakistan
Kirgizistan
Kosova
Kuveyt
Libya
Libnan
Macaristan
Makedonya
Malta

Misir
Moldova

Ni}erya
Ozbekistan
Pakistan
Portekiz
Romanya

Rusya

Sirbistan
Slovenya

Sudan

Suriye

Suudi Arabistan
Tacikistan
Tlrkmenistan
Ukrayna

Urdiin

Yemen
Yunanistan
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